
AP19
MICRO-PERFORATED 

ACOUSTIC PASS-THROUGH PANEL

•  Exclusively available through specification by ASA, EAA,  
or AES certified acousticians or acoustical engineers.

•  Highest performance envelope (.70 - 1.05 NRC) of any  
micro-perforated pass-through panel.

• Patented core construction provides unmatched protection 
from sagging, warping, expanding, or contracting.

F6 MOUNT WITH ½" GAP  
+ 2" THICK 3LBS. INSULATION
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1.05 NRC
F6 MOUNT  

WITH ½" GAP + 
2" THICK, 3LBS INSULATION

F6 MOUNT + ½" GAP + 2" THICK 3LBS. INSULATION
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 MAXIMUM SIZE 60”x144” (1524 mm x 3658 mm)  
Lengths over 120" are subject to material availability 

 THICKNESS ¾” (19mm)

 WEIGHT 1.5 lbs/ft² (7.32 kg/m²)

 CORE Recomposed High Density Rock Fiber

 FACE OPTIONS • Wood Veneer   • Paint

 NRC   .70 F6 Mount with 1/2" gap 
  .95 F6 Mount, with 1/2" gap and 1" thick insulation (6 lbs) 
1.05 F6 Mount, with 1/2" gap and 2" thick insulation (3 lbs) 
  .85 E400 Ceiling Mount 
  .90 E400 Ceiling Mount and 2" thick insulation (3 lbs)

 PERFORATIONS Surface Diameter:  0.5 mm 
Passage Diameter: 0.5 mm 
Passage Depth: 2.0 mm 
Pattern:  Square Diamond

 FIRE RATING Class A [ASTM-E84]

 ANTIMICROBIAL Excellent  — Tested an average of 10 out of 10 for mold growth 
[ASTM-D3273]

 LEED CREDITS MRc4 Recycled Content — 21% Pre-consumer 

BDCv4 EQ Acoustic Performance 

Material Ingredient Disclosure — Option 1  

All tests performed by an ASTM accredited laboratory, adhering to ASTM-C423 standards.   
The F Mount and E Mount tests were performed in accordance to the methods defined in 
the ASTM E795 Mounting Standards. 



AP19
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.70 NRC F6 MOUNT  
WITH ½" GAP
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.85 NRC E400 MOUNT 

HERTZ  80 100 125 160 200 250 315 400
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.95 NRC
F6 MOUNT  

WITH ½" GAP +
1" THICK, 6LBS INSULATION
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.90 NRC E400 MOUNT  
+ 2" THICK, 3LBS INSULATION
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