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MICRO-PERFORATED 
ACOUSTIC PANEL

 NRC/SAA TEST RESULTS AVAILABLE UPON REQUEST
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HERTZ  80 100 125 160 200 250 315 400

ABSORPTION .00 .06 .10 .03 .12 .24 .43 .66

500 630 800 1000 1250 1600 2000 2500 3150 4000 5000

.85 1.04 1.19 1.16 1.19 1.08 .97 .91 .89 .70 .58

LABORATORY TESTED AS 
F6 FLUSH MOUNT

LRM25.DS-2005E1

 MAXIMUM SIZE 60”x144” (1524 mm x 3658 mm)  
Lengths over 120" are subject to material availability 

 THICKNESS 1” (25mm)

 WEIGHT 1.8 lbs/ft² (8.79 kg/m²)

 CORE Recomposed High Density Rock Fiber

 FACE OPTIONS • Wood Veneer • Paint

 PERFORATIONS Surface Diameter:  0.5 mm 
Passage Diameter: 0.5 mm 
Passage Depth: 2.0 mm 
Pattern:  Square Diamond

 NRC .80  [ASTM-C423]  
(F6 Flush Mount–no additional insulation  
or sealed cavity space required)

 CAC 39  [ASTM-E1414]

 STC n/a

 FIRE RATING Class A [ASTM-E84]

 ANTIMICROBIAL Excellent   
Tested an average of 10 out of 10  
for mold growth [ASTM-D3273]

 LEED CREDITS MRc4 Recycled Content — 21% Pre-consumer 

BDCv4 EQ Acoustic Performance 

Material Ingredient Disclosure — Option 1  


