SUUNDPY

MICRO-PERFORATED
ACOUSTIC PANEL

MAXIMUMSIZE 60" x 144" (1524 mm x 3658 mm)
Lengths over 120" are subject to material availability

THICKNESS 1" (25mm)

WEIGHT  1.8Ibs/ft? (8.79 kg/m?)

CORE  Sintered Resin-Reinforced Glass Wool

FACEOPTIONS - Wood Veneer » Paint

PERFORATIONS  Surface Diameter: ~ 0.5mm
Passage Diameter:  0.5mm
Passage Depth: 2.0mm
Pattern: Square Diamond

LABORATORY TESTED AS
N Rc F6 DIRECT MOUNT

NRC .90 [ASTM-C423]
(F6 Direct Mount-no additional insulation FREQUENCY (HZ
or sealed cavity space required)

CAC 46 [ASTM-E1414]
................................. 1.00
STC 37 [ASTM-E336]
VOC  Low [CDPH-1350 Compliant] 2
FIRERATING  Class A [ASTM-E84] 5
LEED CREDITS  MRc4 Recycled Content — 30% Post-consumer
BDCv4 EQ Acoustic Performance 25
EQ4.4 Low-Emitting Materials
Material Ingredient Disclosure — Option1 i I I I
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NRC/SAA TESTRESULTS AVAILABLE UPON REQUEST
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